COMMERCIAL METERING SWITCHEOARD WITH
60DA—3F MAIN C/B, (8) METER SOCKETS,
(4) 100A-3P C/B'S, (2) 200A-3P C/B'S

GROUNDING ELECTRODE CONDUCTAR
CONFORM TO NEC. CONNECT TO:
1) STREET SIDE OF WATER METER,
2) CONCRETE ENCASED ELECTRODE,
3) BUILDING STEEL,

4) 4 GROUND RODS

EMPTY 2-1/2°C (FOR
FUTURF BAY #2 SERVICE)

BAYR2  BAYE
FUTURE PANEL

/NEW 45" ULCO. POLE
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GRADE

UNDERGROUND
PRMARY
ELECTRICAL
SERVICE IN 4°C.
SEE CIVIL DRAWINGS

SPARE 4°C

PROVIDE PAD AND GROUNDING

uico
PAD NOUNTED TX

UNDERGROUND_SECONDARY
ELECTRICAL SERVICE T0
PARKING GARAGE.

LIGHTING CONTROL

/—pAm Lere

COMMERCIAL SPACE
PANELBOARD (TYP. OF 4)

®

_ 1125 KVA

BAYH
SCOURITY

N3 87
RESTAURANT

PANELBOARDS

[y

ELEVATOR SHUNT TRIP SWITCH
SEE ELEVATOR SCHEDULE

CONTROL WRING
0 GENERATOR IN

RACEWAY SEPARATE
FROM POWER WIRING.

/

65,000 NISC AISC

PANELS Wi/ NAIN
SHUNT TRIP C/B

LIGHTING CONIROL
PANEL ELCPG

CONTROL WRING
TO GENERATOR IN

RACEWAY SEPARATE
FROM POWER WIRING.

200A STANDEY

65,000 AISC

TICKET BOOTH PANEL FURNISHED
BY OTHERS (SNGLE PHASE)

UNDEREROUND FIRE PUNP
SECONDARY ELECTRICAL SERVICE
70 FIRE PUMP CONTROLLER.~_|

RUN PFR NFC
695-5.

/-

112"
RACEWAY

METER SOCKEI PER
U.L.CO. REQUREMENTS ——

GROUNDING ELECTRODE CONDUCTOR-
CONFORM TO NEG. CONNECT T0:

1) STREET SDE OF WATER METER,
2) CONCRETE_ ENCASED ELECTRODE,
3) BUILDING STEEL,

) 4 GROUND RODS

GONTROL WIRING
TO (2) STANDBY ATS
FOR LOAD' SHEDDING.
CONTROL WIRING TO

GENERATOR PER NEC
695-14 (c).

FIRE ALARM WIRING
IN RACEWAY. SEE FIRE
ALARM RISER DIAGRAM.

1200 SERVICE
ENTRANCE CABINET

RUN PUMP WRING PER
NEC 635-6(c)

REMOTE FIRE

Y FIRE PUMP
T25HP—36-460V

ANNUNCIATOR

FIRE PUMP CONTROLLER

CONTROL WRING
IN RACEWAY

WITH INTEGRAL AUTOMATIC TRANSFER SWITCH

2]}

1008 LNGIND3
JL 0L 0.9/

[

1200A-3P MAN C/B
WITH GF PROTECTION

-

GROUNDING ELECTRODE CONDUCTOR,
SERFORM 16 NEC. CONERT To

1) STREET SIDE OF WATER METER, \/
2) CONCRETE ENCASED ELECTRODE,

3) BULDING STEEL,

4) 4 GROUND RODS IN Y PATTERN

CTs, P.Ts, AND
FUSING AS REQUIRED FOR

112
?/7 RaCEwAY

100A SAFTEY SWITCH FOR
ITEM #56 IN' FABRICATION LAB

UTILITY COMPANY METERING.

AN SMTCHBOARD — 1200A, 480Y/277V, 30 — 4W
SHORT GIRCUIT RATING' 100,000 A (FULLY RATED,
SERES RATING NOT PERMITTED)

—JOCKEY PUNP
CONTROLLER

W/NTEGRAL

DISCONNECTING

— [

ELEVATOR SHUNT TRIP SWITCH
SEE ELEVATOR SCHEDULE

CONTROL WRING
70 GENERATOR IN

RACEWAY SEPARATE
FROM POWER WIRING.

CONTROL WRING
TO ELEVATOR
CONTROLLER

200A STANDBY
AUTOMATIC (S-ATS-S)
TRANSFER SWITGH

100A EMERGENCY

AUTOMATIC
TRANSFER SWTCH

NOTE
CONNECT ALL BOILER
ROOM HVAC EQUIPNENT
TO STANDBY PANELS

AND 600A MAGNETIC ONLY C/B. MOUNT ON SUPPORT CHANNELS.
PLYWDOD BACKBOARD NOT PERMITTED. SHORT GIRCUIT RATING.
00,0004
SET SEGONDARY
TAPS © +5.0%
1o EF
ON ROOF
CONNECT POWER WRING (me.)
TO LUGS IN PANEL "GEN ESS DP".
UTILIZE TYPE MI GABLE OR
OTHER SYSTEM PER NEC 695-5. \
Lo
e
DIMMER
CABINET
METAL SHOP- Wo0D SHOP
KEYED EMERGENCY POWER
SHUT OFF Swr
QUANTITY AS SHOWN ON
DRAVINGS
TYPIGAL
Y
] Ess |
0P

CONTROL WIRING
T0 REMOTE

ANNUNCIATOR.

BRANCH CRGUITS
FOR_HEATER AND
CHARGER.




